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COMPLETE SOLUTION FOR FULL PRODUCT COMPLIANCE

ALL-IN-ONE

ALL-IN-ONE is the new generation of ANTARES VISION GROUP
machines which, by integrating multiple and innovative tech-
nologies into a single solution, generates a completely
new approach to quality control for the food industry.
An innovative solution, unique on the market, capable

of combining space optimization and production
organization with the need to carry out multiple
checks in real time on each individual product.

With a single machine installed on each
production line, it is now possible to meet the
different quality requirements that see the simul-

taneous use of different technologies.

ONE
MACHINE

MANY

INSPECTIONS

CHOOSE YOUR CONFIGURATION

Stop asking yourself how many inspection

machines you need to put into your line. />
Just think about which inspections modules you ' IT—
wish to implement into your ALL-IN-ONE system.
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ALL-IN-ONE_LDS-XR-C'

ALL-IN-ONE - LDS/XR/ CW configuration

DIAMIND | LINE Inspection

This configuration guarantees the full compliance of the product by three powerful inspection modules: firstly, the innovative LDS module checks the correct
sealing of the package detecting micro-leaks; then, the absence of foreign bodies is ensured by a state-of-the-art X-ray inspection system. At the same time, the
dynamic weighing unit (also available in MID approved version), identifies packages out of weight tolerance. A multiple rejection system completes the solution.
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STANDARD TECHNICAL FEATURES

Control panel

Data processing electronics
LDS Sniffing points

LDS Pressing system

LDS Environmental CO2 immunity
X-ray Generator

X-ray Sensor

Weighing range

Conveyors width

Format change-over system
Self-learning system and Calibration
Data and images collection software
Kit for remote assistance
Compliance industry 4.0

Conformity

Protection degree

colour touchscreen 15"

RISC embedded FPGA

8 (3 above, 3 below, 2 on the sides)

4 semi-motorized soft rollers, with
guided pendulum adapting to product'’s
shape and internal pressure

sniffing module inside protective chamber
latest generation — up to 100 W -
electronic and integrated cooling
module, maintenance not requested
RISC embedded FPGA IP65

with 0,8 mm - 0,4 mm (optional) pixel
up to 600 - 1200 - 3200 - 6000 g

240 - 320 - 420 mm

automatic and motorized

included

included through Ethernet and USB
included

with bidirectional protocol

CE, MID, BRC, IFS, HACCP, GMP

IP65
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